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Creating demo file
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Materials Required:

*White Acetal/Delrin Material (US-SRP-DEL)

«0.125 Ball End Mill (EMB-125-3F-125)

*0.125(3.175mm) Collet (ZC-23-3175, Included with MDX-40)

*SRP Player Software

EmRoland

Wil prayer

-/
-/
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Creating Demo Piece

1
== Roland
Install SRP Player Software
ﬁﬂ.l'u i prayer
-/
-/
2
| MD¥-40_Housing. spj
Double click the SPJ project file
to open
3
File opened
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Installing Tool, Material
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Place material into the self
centering clamp. Install center
drill and place next to end of
material. The center drill will
be used to place a small hole for
the live center to placed into.

Use the lever to
tighten and
loosen the live
center support

Drill a hole for support at the right edge of the workpiece.
1. Mount the workpiece on the rotary axis unit.
Ekl:l ﬂ
2. Remove the live center and replace it with the center drill.
.:HEI_I
3. Click [Rotate].

4. Bring the center drill into contact with the workpiece
and drill the hole.

T

5. After machining has finished, click [Stop].

From the Virtual Control Panel,
Click on the “Workpiece
Drilling” Function. Click on the
Rotate button to start the A-Axis
spinning. Please make sure the
machine is not in “view” mode.

|

As the A-Axis rotates, slowly
feed the center drill deeper into
the part by turning the core
support adjuster on the 4t axis
support. Press the stop button
when the drill cone is about half
ways in the material.
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Remove the center drill by
turning the core support adjuster
until the center drill is free.
Remove and place live center in
the 4t axis support. Turn the
core support adjuster until the
support is about .250” out.

*Please note material may have to be
removed in order to install Live Center

Move the live center support
until the live center is touching
the material stock. Turn the
core support adjuster to ensure
that the material is firmly
supported. Turn the black
adjuster lock to lock the core
support adjuster.

Press View button to install tool.

Select your 1/8” collet and 1/8”
(.125”) Ball End Mill. Make
sure the tool is sticking out
41mm below the collet. You can
measure the tool length or place
the tool so it is just above the
material to get the correct length
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Installing Tool, Material

v

Install the collet and tool in the
spindle. Place the 17mm tool in
your left hand 1t and over the
spindle nut as shown. Place the
10mm tool in your right hand and
over the collet. To tighten, pull
the wrenches away from each
other.
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1
Ensure that the sensor cable is
connected to the Z-Origin
sensor.

2

[Broland MDX-40 Panel

Select the Z-Origin for the “Set

X[ 0.000 ren
¥ [ 6067 v n the Z-Origin at the center of
e rotation” reference point

9 l—:lp settings. Click on the Start
o feoon 3] wen | Detection button. The Tool will
A 0.00 deg Stap
move down, touch the Tool

Reference:

— Sensor several times, and the Z-
& Selthe Z Onigin - fotl:;:;;g"ler of Start Detection . . . .
~— Origin will be set after this.

Warkpiece Diilng . | Warkpiece Lengh.. |

-Point Setting:
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1 First move tool to XY Origin.

Since you are using a 4th axis,
Y will always be 0. You will
only be changing X when using
the 4th axis. To set the X
origin, use the virtual control
panel to move the tool to the end
of the material.

B roland MDX-40 Panel

X [ 0.000 irch

¥ [70.000 n Set the X Origin by selecting the

: 'W : Reference Point Settings and

9 I—:Ip selecting X Origin, and clicking
- | [ on Set to set the X Origin. You

° will notice that the Virtual

Control Panel will now display
X 0.00.
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Cutting

= Roland

Advanced Solutions Division

Cutting
Install the: Fallowing taol in the spindle

than length L]

1
ot tho cutting dats o e oot Move down space bar and select
tput the cutting data to the cutt c o w N
T tep 5. Click “Start Cutting” to
< begin cutting.
! nstructions
may be dizplayed durning milling. Pleaze
follows instructions when ingtiucted to
do 0]
2

[#z shown in the figure, make the tool extend farther

The software will ask you to

Tool Name L

148" Ball

“When vou're done, click [Mexst].

‘ make sure the tool length is set
to the proper height, which we
did in a previous step.

< Back I Hest > I

Cancel

Cutting

workpiece

Set the - and Z-axis onigin pointz at the center of
tatation and the x<-axis arigin paint &t the right of the

The software will ask you to set
the X-Origin at the end of the
material which we did

previously.
‘when vou're done, click [Mext]
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Cutting

1

]

Start cutting.

Click “Next” to begin cutting.

Click [Mext]

Once the part is completed,
remove the part from the
machine, cut the piece out of its
supports.
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